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Igus facts & figures 
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Å E-chain systems

Å Flexible cables 

Å Plain bearings

Å Linear guiding

Å Plastic gears 

Å Low-Cost automation

Å 3D Printing 

Å Custom parts

ÅвЮЮШ

igus Product Portfolio
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igus® factsat a glance
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igus® in bulkhandlingapplications
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igutex® in Heavy Duty applications

iglidur® & igutex®

heavy Duty 

applications
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igus® fora sustainablefuture
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The Global Shore Power Tide is Rising т The Time to Prepare is Now 
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Shore power is the 

method of supplying 

electricity to a vessel at 

berth so that the onboard 

diesel generators can be 

turned off

Connection 
to grid

Transformer 
(+Converter if grid is 50Hz)

6.6kV 25kV

Switchgear

Vessel CMS
(Cable Management System)

High Voltage
Shore Connection
(igus products)

Overview and Definition of Shore Power for Ocean Going Vessels

Vessel
receiving 

switchboard

E-house

Not only saving GHG and PM emissions, but also noise pollution above and below water

Systems designed to IEC Standard 80005-1
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The 3 Main Goals 

1. Fully comply with the IEC 80005-1 standards and machinery safety directives

2. Provide 100% connection capability today AND tomorrow with a single investment

3. Integrate seamlessly into your core business of moving containers т not connecting shore power!

Defining Goals for Designing a Shore Power System 
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Status IEC/IEEE 80005-1 

ÅActual no Annex for Bulk Vessels

ÅInstallations in China: 
ÅCMS (cable reel on board), 1 Plug/Socket, 6.6 kV

ÅWorking group is discussing requirements
ÅVoltage11kV, up to 6.5 MVA, 1 Plug/Socket
ÅVesselownerswant the CMS on-shore side (less costs on-board) 

ÅDoes this work?
ÅWill one system fit all terminals?
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1. Limitations of the Usable Cable Length from Vessel

2. Variation of Possible Locations for Cable Deployment

3. Compromised Optimal Berthing Locations

Lessons Learned: The Creation of The Connection Dilemma

There are 3 factors identified through research that create limitations with the pit/vault methodology
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Cable length is limited 
by the size of the reel in 
the container

Vertical motions for tidal range 
and loading can vary by 20m/66ft

10m/33ft left 10m/33ft right

Challenge #1: Limitations of the Usable Cable Length from Vessel
The IEC standard only requires that 10m of extra cable is available on the shore. This 
provides +/-10m of length from the drop point for a total of 20m of connection range.

Note: (2) x 10m/33ft cable = 200kg/440lbs 
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Challenge #2: Variation of Possible Locations for Cable Deployment

Á Different vessel sizes and configurations create many 
locations for the onboard cable reel

Á The on-board cable reel can be installed in a container 
or at the bridge

Á Starboard vs port berthing creates even more needed 
connection points

up to 30m/98.4ftft

Panamax

Panamax Max

Post Panamax I

Post Panamax II

VLCS

New-Panamax

ULCS

MGX-24

STARBOARD PORT
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CMS Possible Positions
Starboard side 30m

9őċŰŊŔŰŊШƓŸƚŔƣŔŸŰƚШŸŉШŸŰĤŸċƖĬШĦċĤũĲШůċŰċŊĲůĲŰƣШƚǃƚƣĲůƚв

CMS Possible Positions
Port side 30m

Challenge #3:  Compromised Optimal Berthing Locations

Á Maximizing vessel density ƽŔƣőШƻċƖŔŸƨƚШƻĲƚƚĲũШx§ ќƚШŸŰШũŸŰŊШƕƨċǃƚШĦƖĲċƣĲƚШůċŰǃШŰĲĲĬĲĬШƓŸŔŰƣƚШ
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?ĲƚŔŊŰŔŰŊШċШÑĲƖůŔŰċũШƽŔƣőШ[ŔǂĲĬШÉÂ§ƚаШÑőĲШ ƨůĤĲƖƚШ?ŸŰќƣШ ĬĬШÖƓ
Study: Cable reel deployment with 10m extra cable 
per IEC Standard Document = only 40% Coverage

Illustration to scale: 400m/1312ft Quay Length with Typical Layout (8) SPO every 50m/164ft

Green Zone:
good alignment and 
easier connections

Yellow Zone: 
misalignment 
handling long cables 
and cables exposed 
on the deck

Red Zone:
dead zone 
connection is 
not possible 
due to cable 
length

50m/164ft25m/82ft 50m/164ft 50m/164ft 50m/164ft 50m/164ft 50m/164ft 50m/164ft 25m/82ft

SPO 1 SPO 2 SPO 3 SPO 4 SPO 5 SPO 6 SPO 7 SPO 8

+10m/33ft

To SPO

Tide &

Loading
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Core components

1. Track Element guides carriage and 
protects e-chain system

2. E-Chain System guides and protects 
cables while in motion

3. Socket Carriage contains propulsion 
system and control with HMI

4. Socket Box protects people from plug 
failure, type approved 

1

2

3

4

iMSPO General Description
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Shore Power e-chain® Reel

Á Minimal construction and very little berth outage time required for installation

Á Up to 125m of service flexibility from the e-chain reel position

Á Narrow runway space needed (less than 1m) between bollards and cranes
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Alternative Solution with onshore CMS + iMSPO
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1. Aggressive environment for machinery
ÁProducts designed for this environment must be used

2. EX areas shore and vessel side
ÁShore power connections must be carefully considered

3. For smaller terminals and finger piers the vessel may need to be repositioned
ÁIt may be necessary to move the vessel to reach all hatches

4. Space needed to install a solution
ÁCrane rails, loading equipment, bollards and bull rails must all be considered 

Special Considerations for Dry Bulk Terminals
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Challenge 1: Aggressive Environments

Environmental conditions must be considered 
carefully when planning for a shore power 
system. 

Components must be:

ÁAbrasion resistant

ÁCorrosion resistant

ÁMarine grade

Designs should consider:

ÁMaterial buildup mitigation

ÁWashdown proof


